Trio Pack 



The /'Sensor® Trio Pack includes three essential 
home-improvement tools for finding studs, metal, 
and hot AC voltage. 

Stud Finder 

Finds both wood and metal studs. 
Key Features 

• Finds the edges of studs up to % inch (16 mm) 
deep behind drywall 

• Patented TruCal® instant calibration 

• Bright LED indicates stud edge 

• Ergonomic shape to fit in your hand 

Applications 

Find the edges of wood or metal studs through drywall to: 

• Hang pictures and mirrors 

• Install drapery rods, plant hangers, towel bars, 
closet organizers, cabinets, and shelves 

AC Voltage Finder 

Electronically scans surfaces to help avoid hot wires. 
Key Features 

• Scans for wires up to 3 inches (76 mm) deep 

• Finds live wires not shielded by metal, even in 
plastic conduit 

• LED blinks faster as you approach the source 
of AC voltage 

• Bright LED indicates target 

• Locates standard 120/240 VAC household wiring 

• Ergonomic shape to fit in your hand 

Applications 

• Work safe and avoid AC when nailing, cutting, and drilling 




Trio Pack includes the Stud Finder, 
AC Voltage Finder, and Metal Finder. 



Metal Finder 

Finds metal behind walls, floors, and ceilings. 
Key Features 

• Can locate metal up to 2 inches (51 mm) deep 

• Patented TruCal® calibration 

• LED blinks faster as you approach the source 
of metal 

• Bright LED indicates target 

• Ergonomic shape to fit in your hand 

Applications 

• Find metal studs or joists through drywall 

• Find metal pipes behind tile and in concrete 

• Find conduit, rebar, electrical boxes, exhaust 
vents, or ducting 

• Find nails and other metal hidden in lumber 
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/Sensor® Technical Information 



Dimensions 
Weight 
Battery type 
Estimated battery life 
Operating temperature 
Storage temperature 
Humidity 
Water resistance 



4.69 in. H x 1 .45 in. W x 1 .1 8 in. D (1 1 9 mm x 37 mm x 30 mm) 
1 .7 oz. (48 g) without battery 
9-V alkaline (not included) 

Two years at 10 minutes per day with alkaline battery 

20° to120°F (-7° to 49°C) 

-20° to 1 50°F (-29° to 66°C) 

80% RH (noncondensing) 

Splash and water resistant, not waterproof 



OTruCal* 
Instant 
Calibration 

o Ergonomic 
Design 



Stud Finder Technical Information 



Position accuracy 
Depth 



Typically within Vs in. (3 mm) using the dual scan and mark procedure 
Typically up to 5 /s in. (16 mm) 

NOTE: Sensing depth and edge detection can vary due to moisture content of materials, 
wall texture, paint, etc. 



AC Voltage Finder Technical Information 



Position accuracy 
Depth accuracy 



Typically 90-250 V at 50-60 Hz laterally within 6 in. (1 50 mm) of a hot unshielded wire 

In typical drywall with Romex™ wiring, wires can be detected up to 3 in. (76 mm) deep 
NOTE: Sensing depth and edge detection can vary due to moisture content of materials, 
wall texture, paint, etc. 



Metal Finder Technical Information 



Position accuracy 
Depth 



Typically within Vs in. (3 mm) using the dual scan and mark procedure 

Typically up to 1 in. (38 mm) for copper pipe and up to 2 in. (76 mm) for rebar 
NOTE: Sensing depth and edge detection can vary due to moisture content 
of materials, wall texture, paint, etc. 



Order Information 

iSensor® Trio Pack 



Part Number 
59057 



UPC 

0 42186 59057 9 



1580 Dell Avenue 

Campbell, CA 95008-6992 

Tel: 800-245-9265 or 408-866-8600 

Fax: 408-866-9230 

E-mail: info@zircon.com 



